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Approved Methods
EPA 120 1EPA 120.1

 Environmental Monitoring and Support Laboratory–Cincinnati, EPA, Pub. No. 
EPA‐600/4‐79‐020, Methods for Chemical Analysis of Water and Wastes (rev. 
March 1983)  available at http://nepis epa gov/pubtitleord htmMarch 1983), available at http://nepis.epa.gov/pubtitleord.htm.

SM 2510B, 20th edition
 American Public Health Association et al., Standard Methods for the Examination 

of Water and Wastewater (20th ed. 1998), available from American Public Health 
Association, 800 I St., NW, Washington, DC 20001.

HACH 8160
 Hach Company, Hach Water Analysis Handbook (3rd ed. 1997), available from 

Hach Company, P.O. Box 389, Loveland, CO 80539‐0389.Hach Company, P.O. Box 389, Loveland, CO 80539 0389.



General Items
Sample hold time is 28 days
 If analyze within 15 minutes can be exempty 5 p
and perform analysis at mine site.

 If do not analyze within 15 minutes must use a 
licensed lab or become licensed



General Items

Samples and Standard(s)
 Should be between 23 to 27 C Should be between 23 to 27 C
 Variations in temperature cause greatest error in 
readingsg

Conductivity Cells
L   t  li     ff t  f   f  t Long meter lines can affect performance of meter

 Ensure no bubbles on cell when reading samples



SM 2510B or EPA 120.1
Calibration

St d d Standard
 Use potassium chloride as standard to check cell 
constant and conductivity bridgeconstant and conductivity bridge

 Minimum one value at 1412 mhos/cm at 25 C
 At or near value of samplep

 Each day of use





SM 2510B or EPA 120.1

Quality Control/Reporting
Duplicates every 10 samples
 Temperature corrections if sample 
temperature greater than 0.5 C difference 
from 25 C

S    h     Some meters have temperature compensators

 Record sample temperature within ± 0.1 C
R t    h /   t   C Report as mhos/cm at 25 C



Fi ld VidField Video 
Demonstration


