In-line Chlorine Meter: Type____________________________________
-SOP? [334, 8.1]
	-SOP, method, manufacturer’s guidelines signed off by all?
- In-line meter range 0.2-4 mg/L? [334, 1.1]
- Maintenance/cleaning with records?
- How do I know that the in-line meter is accurate?
	- In-line meter calibrated periodically with standards?	
	- In-line meter has grab sample comparison? [334, 8.2]
	-Grab sample meter Amperometric or DPD? [5.2] __________________
		-No color wheels or optical comparison scales for grab {334, 1.2]
		-Weekly grab sample? [334, 11.2.7] 
		-Grab sample location as close as possible to on-line? [334, 7.1]
		-Adjusted if not w/i 0.1 mg/L or ±15%? [334, 11.2.7]
		-Grab sample taken 1 day after adjustment? [334, 11.2.6]
		-Records?
	-How do I know the grab sample meter is accurate?
		-Can the grab sample meter be calibrated or factory calibrated? 
			-If can be calibrated:
				-blank + 3 standards? [334, 10.1.1.1]
[bookmark: _GoBack]				-records?
				-Stds 0.2-4.0 mg/L? [334, 6.4]
				-liquid stds only? [334, 6.6]
				-Prepared fresh each use? [6.4]
				-Stds being tracked for lot number and expiration? [334, 6.1,6.2]
			-If factory calibrated:
				-at least 1 std weekly when grab sample taken? [SM 3020, 2b]
-Std(s) at in-line chlorine level? [334, 11.1]
				-±15% of expected value for liquid standard? [334, 11.1]
				-±10% of expected value for 2ndary std? [334, 11.1.2]
				______ = ______        ______= ______       ______= _______
				-Records? 
				-Stds being tracked for lot number and expiration? [334,6.1,6.2]
					Lot: ___________     Exp. __________
				-Vials wiped before analysis?
				-Meter zeroed with sample w/o reagents?
				-Free chlorine with DPD: Result 20-40 seconds after addition?
	In-line meter reading during inspection: _______________  Grab:__________________
-SCADA collection interval: ____________________  SCADA Chlorine reading: _______________
Round 2: Aqueous std. every time meter adjusted, min. quarterly, IDCs

In-line Turbidity Meter: Type____________________________________
-SOP? 
	-SOP, method, manufacturer’s guidelines signed off by all?
-- Maintenance/cleaning with records?
- How do I know that the in-line meter is accurate?
	- In-line meter calibrated periodically with standards?
		-Blank (DI or Dist. H20)  or Electronic zero?
		-Standard level(s):_____________________________________________
		-Records?
-Standard(s) being tracked for lot number and expiration?
			Lot: ___________     Exp. __________
		-Gain_____________   Voltage______________
	- Calibration verification same day as calibration?
		-Type verification used:___________________________
		-Level:____________________
		-Verification w/I ± 10%?   _______________
		-Records?
		-How often verification used?
			-Individual filters?___________     -Combined (POE)?____________
		-Standard(s) being tracked for lot number and expiration?
			Lot:___________     Exp. __________
	- In-line meter has grab sample comparison? 
		-Grab turbidity ___________
		-1.0 NTU StablCal recovery? ____________________
- In-line Turbidity meter reading during on-site inspection:  _________________
-SCADA collection interval: ____________________  SCADA turbidity reading: _______________
